
  

 Well Plast  

 
A Most modem Liquid Integral Cement Water-Proofing Compound  
 
DESCRIPTION:          Integral Waterproofing compound for cement concrete and mortar.  
 
FEATURES:  

● Permeability of concrete ls greatly reduced. Acts as a hydrophober. 
● Increases cohesion, reduces segregation and bleeding significantly. 
● Improves workability and surface finish of concrete and mortar. 

USAGE: 

● RCC/plan concrete intended for water tanks. root slab. Basement. Lift pit or In a situation where hydro-insulation is a 
must. 

 
METHOD OF APPLICATION: 

● Add measured quantity of Well-LW + to mixing water. Add solution only into the dry mix of cement and sand. The 
quantity of Well-LW + and water is no be  
predetermined as per the cement: content the mix. 

 
DOSAGE:                       Dosage: 50kg of cement. 300Gm Well –LW+ 
 
STORAGE:                    Keep In a cool place.  
 
PREVENTION:             Wear hand gloves and avoid skin contact for prolonged time during handling. 

● Non-toxic 
● Non-Flammable 
● Eco-Friendly 

 
 
PACKING:                    20 Kg.. 220 Kg                                                  SHAKE WELL BEFORE USE 

Best Before:          18 Months From Date of Manufacture 

 

 

 
 
 
 
                              Well Knit’s Businesses 

 
Protective / Anti-Corrosive Coating Product 
Admixtures / Grouts / Sealants & Additives 

Other Chemical Product 
 



 
 
 
 
 

 

 

Mo.+91 97562 07683 , 70377 95299 

Plot No.64, Shri Krishna Industrial Estate Moja nougaon 

Sonkh Road Mathura (UP) 202001 

Email: Wellknit_chem@outlook.com 

                                             Website: www.wellknitchemical.com 
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